
The CPE is a compact accelerated 
hammer especially designed for piling 
in restricted access sites. The hammer 
is suitable to drive concrete and timber 
piles as well as steel casings and 
H-beams.
The hammer can easily be attached to 
an IHC FUNDEX CP compact piling or 
IHC FUNDEX CD compact drilling rig. It is 
also possible to attach it to an excavator 
by means of a leader.
  
 THE CPE IN BRIEF:
•	 easy to operate and maintain
•	 high impact compared to low 

hammer weight
•	 independent control system makes 

it easy to assemble on different 
carriers

•	 closed design ensures safe working 
conditions

•	 control system with settings for 
different applications

•	 with low power consumption 
maximum impact energy

•	 can be powered from almost every 
hydraulic equipment

•	 can be delivered with excavator 
mounted leader

•	 possibility to upgrade from CPE10 

to CPE30.
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IHC FUNDEX CPE
HYDRAULIC IMPACT HAMMER



TECHNICAL SPECIFICATIONS (and recommended piles sizes)
Operational data
Max. energy  kNm 10 15 22,5 30
Drop height mm 40 – 1.000 40 – 1.000 40 – 1.000 40 – 1.000
Blow rate bl/min 40 – 100 40 – 100 40 – 100 40 – 100
Weights
Ram kg 670 1.000 1.500 2.000

Total weight kg 1.295 1.960 2.460 3.350

Hydraulic data

Oil flow l/min 85 85 85 85

Oil pressure bar 120 120 185 250

Press connection 1’’ 1’’ 1’’ 1’’

Return connection 1’’ 1’’ 1’’ 1’’

Dimensions
A mm 610 620 620 700
B mm 660 500 500 580
C mm 612 787 787 787
D (excl. sleeve) mm 2.528 3.225 3.225 3.290
E mm 2.626 3.450 3.450 3.496
F  working height mm 2.760 3.450 3.970 4.456
Pile sizes
Max. pile steel mm Ø 273 Ø 406 Ø 406 Ø 457
Max. pile concrete mm n/a  250  320   320
Max. pile timber mm n/a  250  320   320
Maximum sheet pile AZ 700
Maximum sheet pile dimensions AU25 (only with sheet legs)

Options
•	 different leader guides
•	 IHC FUNDEX FDA data acquisition system
•	 various pile caps / sleeves
•	 hoisting cat
•	 leaders (for excavators)
•	 noise insulation
•	 power pack.
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HAMMER CPE SERIES CPE10 CPE15 CPE22 CPE30
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*Subjects to modifications without prior notice


